Kainos galioja nuo
2022 m. birzelio 20 d.

Apatinio prijungimo radiatoriai

W

Kainos Eur. su PVM (21% Prekiy grupé: RO1 Centrinio prijungimo radiatoriai: kaina + 20% Spalva RAL 9016. Kita spalva: kaina + 40%.
Aukstis, mm 300 400 500 600 900
Tipas 11 21 22 33 11 21 22 33 11 21 22 33 11 21 22 33 11 21 22 33
&is, mm
400 102.0 | 120.0 | 121.0 | 214.0 | 106.0 | 130.0 | 134.0 | 220.0 | 105.0 | 142.0 | 143.0 | 239.0 | 121.0 | 153.0 | 154.0 | 263.0 | 134.0 | 201.0 | 214.0 | 279.0
226W| 335W 438W| 624W| 283W| 419W| 543W 774W| 337W] 491W| 617W| 891W, 376W 543W| 685W 981W| 517W 746W| 918W|  1288W,
520 107.0 | 134.0 | 135.0 | 228.0 | 111.0 | 143.0 | 148.0 | 239.0 | 111.0 | 159.0 | 164.0 | 261.0 | 123.0 | 167.0 | 170.0 | 283.0 | 147.0 | 227.0 | 239.0 | 315.0
294W| 436W| 569W] 812W| 368W| 544 W] 706W]  1007W] 438W| 638W] 802W]  1159W]| 488W| 706W| 891W]  1276W]| 672W| 969W]  1194W]  1675W]|
600 108.0 | 141.0 | 142.0 | 235.0 | 117.0 | 154.0 | 158.0 | 247.0 | 117.0 | 170.0 | 172.0 | 271.0 | 129.0 | 180.0 | 183.0 | 298.0 | 156.0 | 241.0 | 255.0 | 342.0
339W 503W| 657W 937W| 425W| 628W| gl14wW] 1162w, 506W 736W| 926W]  1337W| 563W 814wl  1028W| 1472w 775W) 1118w 1378W|  1933W]
720 113.0 | 154.0 | 157.0 | 253.0 | 123.0 | 167.0 | 172.0 | 267.0 | 125.0 | 187.0 | 191.0 | 296.0 | 138.0 | 198.0 | 201.0 | 324.0 | 167.0 | 273.0 | 290.0 | 389.0
407W| 603W] 788W[  1124W] 510W] 754W| 977W]  1394W] 607W| 883W]  111IW]  1604W| 676W| 977W]  1233W]  1766W| 930W]  1342W]  1653W]  2319W]
300 117.0 | 160.0 | 164.0 | 263.0 | 123.0 | 174.0 | 183.0 | 279.0 | 129.0 | 196.0 | 201.0 | 310.0 | 141.0 | 210.0 | 215.0 | 339.0 | 173.0 | 293.0 | 311.0 | 428.0
452W] 670W 876W| 1249w, 566W 838W|  1086W|  1549W| 674W| 92wl 1234wW] 1782w 751W)  1086wj 1370w  1962w]  1034wW]  1491w]  1837W]  2577W
920 123.0 | 172.0 | 174.0 | 281.0 | 134.0 | 192.0 | 196.0 | 300.0 | 137.0 | 217.0 | 219.0 | 336.0 | 153.0 | 229.0 | 233.0 | 370.0 | 187.0 | 325.0 | 343.0 | 463.0
520W] 771W]  1007W]  1436W| 651W| 963W]  1248W]  1781W] 776W]  1129W]  1420W] 2050w 864wl 1248W]  1576W]  2257W]  118ow] 1715wl 2112w]  2963W]
1000 123.0 | 180.0 | 183.0 | 290.0 | 135.0 | 198.0 | 204.0 | 313.0 | 141.0 | 226.0 | 229.0 | 351.0 | 156.0 | 241.0 | 246.0 | 386.0 | 196.0 | 343.0 | 366.0 | 483.0
565W 838wl 1095W| 1561w 708W|  1047W]  1357W]  1936W| 843W| 1227w  1543W|  2228W| 93oW]  1357W]  1713W] 2453w  1292w]  1864W]  2296W]  3221Wj]
1120 134.0 | 192.0 | 195.0 | 310.0 | 147.0 | 215.0 | 220.0 | 336.0 | 154.0 | 245.0 | 247.0 | 377.0 | 166.0 | 261.0 | 265.0 | 419.0 | 214.0 | 379.0 | 402.0 | 525.0
633W| 939W]  1226W]  1748W| 793w 1173W]  1520W]  2168W 944w  1374w]  1728W]  2495w] 1052w]  1520w]  1o1ow]  2747w]  1447w]  2088W]  2572W]  3608W]|
1200 137.0 | 196.0 | 200.0 | 318.0 | 149.0 | 222.0 | 229.0 | 350.0 | 157.0 | 252.0 | 257.0 | 389.0 | 170.0 | 269.0 | 278.0 | 432.0 | 222.0 | 396.0 | 421.0 | 547.0
678W]  1006W]  1314W]  1873W 8sow]  1256w)  1628W| 2323w]  1012w] 1472w]  1852W] 2674w  1127W]  1628W]  2056W]  2944wW|  1550W] 2237w  2755W|  3865W|
1400 157.0 | 215.0 | 219.0 | 343.0 | 170.0 | 245.0 | 253.0 | 384.0 | 170.0 | 280.0 | 283.0 | 431.0 | 189.0 | 299.0 | 306.0 | 477.0 | 249.0 | 447.0 | 476.0 | 606.0
791W]  1173W]  1533W]  2185W 991wW]  1466W]  1900w] 2710w] 1180w} 1718w]  2160W]  3119W]  1315W]  1900w]  2398W]  3434w]  1809W|  2610W]  3214W]  4509W]
1600 166.0 | 231.0 | 237.0 | 371.0 | 183.0 | 266.0 | 278.0 | 414.0 | 187.0 | 306.0 | 314.0 | 473.0 | 210.0 | 329.0 | 337.0 | 525.0 | 275.0 | 498.0 | 530.0 | 661.0
904wl 1341wW]  1752wW]  2498w|  1133w]  1675W]  2171w]  3098W]  1349W]  1963W]  2469W[  3565W]  1502w]  2171w]  2741W] 3925w  2067W|  2982W]  3674W]  5154W]|
1800 182.0 | 252.0 | 257.0 | 390.0 | 198.0 | 292.0 | 300.0 | 449.0 | 201.0 | 334.0 | 341.0 | 511.0 | 230.0 | 360.0 | 368.0 | 572.0 | 302.0 | 552.0 | 586.0 | 723.0
1017w)  1sosw]  1971w]  2810W]  1274w] 1885wl 2443w]  3485W] 1517w 2200w 2777W]  4010W]  1690W]  2443W]  3083wW] 4415w 2326w  3355W]  4133W]  5798W|
2000 191.0 | 269.0 | 278.0 | 428.0 | 210.0 | 313.0 | 325.0 | 484.0 | 217.0 | 360.0 | 368.0 | 552.0 | 246.0 | 389.0 | 402.0 | 618.0 | 328.0 | 604.0 | 643.0 | 777.0
1130w]  1676w]  2190w]  3122W]  1416W]  2094w|  2714w|  3872W]  1686W]  2454w]  3086W]  4456w] 1878W]  2714W]  3426W]  4906W|  2584w|  3728W]  4502W] 6442w
2200 201.0 | 293.0 | 310.0 | 460.0 | 227.0 | 331.0 | 353.0 | 524.0 | 237.0 | 385.0 | 408.0 | 606.0 | 267.0 | 416.0 | 445.0 | 674.0 | 347.0 | 644.0 | 689.0 | 815.0
1243W)  1844w]  2400W]  3434W]  1558W]  2303W]  2985W|  4259W]  1855w]  2699w]  3395W]  4902w]  2066W]  2985W]  3769W]  5397w]  2842w]  4101W]  5051W]  7086W]
2400 219.0 | 320.0 | 336.0 | 499.0 | 246.0 | 361.0 | 386.0 | 571.0 | 258.0 | 420.0 | 446.0 | 661.0 | 293.0 | 453.0 | 484.0 | 737.0 | 377.0 | 705.0 | 750.0 | 886.0
1356W]  2011w] 2628w  3746W]  1699W]  2513W]  3257W|  4646W] 2023w  294sw]  3703W]  s5347w]  2254aw]  3257wW]  41tiw] 587wl 3101w|  4474W]  ss10W]  7730W]
2600 228.0 | 336.0 | 353.0 | 524.0 | 257.0 | 384.0 | 404.0 | 599.0 | 271.0 | 443.0 | 473.0 | 695.0 | 310.0 | 481.0 | 512.0 | 775.0 | 395.0 | 746.0 | 798.0 | 922.0
1469W) 2179w 2847w]  405ow]  1s41w]  2722w]  3528W)  5034w] 2192w  3190w]  4012w]  5793W]  2441w]  3528W]  4454w]  6378W]  3359W]  4846W]  5970W]  8375W|
2800 241.0 | 353.0 | 371.0 | 545.0 | 271.0 | 404.0 | 431.0 | 628.0 | 288.0 | 469.0 | 499.0 | 731.0 | 325.0 | 511.0 | 545.0 | 815.0 | 420.0 | 792.0 | 848.0 | 970.0
1582w]  2346W]  3066W|  4371W]  1982w]  2932w]  3800w|  s421w]  2360w]  3436W]  4320w] 6238W]  2620W]  3800W] 4796w]  6868W|  3618W|  5219W]  6429W]  9019W]|
3000 255.0 | 370.0 | 392.0 | 567.0 | 287.0 | 428.0 | 456.0 | 654.0 | 302.0 | 495.0 | 529.0 | 766.0 | 341.0 | 543.0 | 578.0 | 852.0 | 445.0 | 840.0 | 899.0 | 1019.0
1695W)  2514w]  3285W]  4683W]  2124W]  3141W]  4071w]  5808W] 2529w  3681w]  4620W]  6684w]  2817W]  4071w]  s139w] 7359w 3876w  5592W]  6888W]  9663W]

Priedai: Kojelé (20;21;22;30;33 tipo) radiatoriui tvirtinti prie grinduy:
Kojelés pagrindo apdaila:

Kojelé (11;21;22;33 tipo) radiatoriui tvirtinti prie grindy:

(su pagrindo apdaila)

20,30 Eur. su PVM
2,70 Eur. su PVM

32,00 Eur. su PVM

Radiatoriy galingumai nurodyti pagal EN442 normas prie 75°C/65°C/20°C temperatiry;

Komplekte: termostatinis ventilis, laikikliai, nuorintojas, aklé.
ParySkintos pozicijos - sandeliuojamos



